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“Vibrating sieve with an innovative sieve changing system” 

The NEW state of the art VCS-1000 sieving system makes calibrating and sieving of your seeds much more easier. 
Due to our special designed sieve clamping system you can now easily exchange your sieves without having parts 
lying around everywhere.  

 
The sieve system is standard equipped with an inlet system, dust hood and control box to make it plug & play. On the 
display you can set the speed of the vibration, the inlet system and also control the high-speed / low speed switching 
for accurate and auto cleaning of the sieves. Depending on the system you can hold 3 or 4 sieves of 1000x1000mm in 
the sieve boat to sort your product into 4/5 fractions. By combining several sieve boats you can even go up to 6/8 or 
more sieves in one run. 

 
Because there is a ball-frame with balls underneath the sieve frame, it will 
clean itself during the sieving process. By frequently vibrating at a higher 
speed, blockage of the sieve slots will be prevented.  
 

NEW DESIGN, less noise, easy to change sieve system and dust 
extraction 

 
Specifications 

• All advantages of our knowledge in vibratory sieving in a new design 

• Easy ‘no bolt – no tool’ sieve exchange, just open the clamping frame and place new sieves 

• Light-weight sieves, due to no usage of frames! 

• Easy to store sieves, no frames, limited space required 

• Easy access for quick inspection, due to a 2 stage opening hood 

• 4 fractions in just one run due to the space of 3 sieve plates (1000x1000mm) (or more) 

• Standard with dust hood 

• Standard with control box for automatic start/stop and change between low/high speed for automatic cleaning 

• Plug & Play and ready to use 

• CE industrial standard 

• Sieves to be ordered separately 
 
Options 

• Inlet belt system 

• Different platform setups (container setups etc.) 

• Combine 2 or more sieve boats for more fractions in one run 

• Advanced control system with sensors to switch off at high level seed outlets 

• Bespoke systems available 

• Modular Sieve Storage System 
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Sieve Characteristics 
The VCS-1000 sieve boat comes in 2 basic configurations, the VCS1000-3 and the VCS1000-4. The difference is the 
amount of sieves. 
 
General sieve information 

- Sieve plates are 1000x1000mm and 1mm thick 
o Available in 3 versions 

▪ Fully perforated 
▪ With blinds 
▪ In stainless steel version 

- +- 0.84m2 effective sieve area per sieve 
 
Sieve flow for VCS1000-3 
 

 
 

- 4 Fractions in one sieve flow 
- 3 unframed sieve plates (easy to exchange) 
- Total effective sieve area +- 2.5m2 

 
Sieve flow for VCS1000-3 DUO 
 

 
 
 
 

- 7 Fractions in one sieve flow 
- 6 unframed sieve plates (easy to exchange)  
- Total effective sieve area +- 5m2 

 

Sieve flow for VCS1000-4 
 

 
- 5 Fractions in one sieve flow 
- 4 unframed sieve plates (easy to exchange) 
- Total effective sieve area +- 3.3m2 

  

Fraction 1 
< sieve 1 

 

Fraction 2 
sieve 1 < sieve 2 

 

Fraction 3 
sieve 2 < sieve 3 

 

Fraction 4 
sieve 3 < sieve 4 

 

Fraction 4 
> sieve 4 

 

Sieve 1 Sieve 2 Sieve 4 Sieve 3 

Sieve 1 Sieve 2 Sieve 3 

Fraction 1 
< sieve 1 

 

Fraction 2 
sieve 1 < sieve 2 

 

Fraction 3 
sieve 2 < sieve 3 

 

Fraction 4 
> sieve 3 

 

Fraction 1 
< sieve 1 

 

Fraction 2 
sieve 1 < sieve 2 

 

Fraction 3 
sieve 2 < sieve 3 

 Fraction 4 
sieve 3 < sieve 4 

 

 

Fraction 5 
sieve 4 < sieve 5 

 

Fraction 6 
sieve 5 < sieve 6 

 

Fraction 7 
> sieve 6 

 

Sieve 1 Sieve 2 Sieve 3 

Sieve 4 Sieve 5 Sieve 6 
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Technical information 

Power 3~400 +N + Earth Vac 50Hz 2kW /10A 
(Standard round 32A 5-pole CEE plug) 

Compressed air +- 2.5nl/min @ 6 bar  
(for opening/closing frames) 

Capacity 30 kg – 200kg/hr* 
*Indication only! Depends on the processed crop 
and its conditions 

Inlet hopper size +- 85 liter 

Outlet containers Not supplied, depend on setup 

Dimensions 6100x2800x3500 
(standard VCS1000-3 setup) 

Sieve size 1000x1000mm 
(effective area per sieve = 0.84m2) 

Amount sieves 3 sieves (Single VCS1000-3) 
4 sieves (VCS1000-4) 
6 sieves (Dual VCS1000-3) 

Noise emission < 80 dB(A) @ 1 meter 

Weight Approx. 1075kg 

Dust hood open, only for quick inspection 

Accurate belt infeed system with fine setting 

Accurate calibration due to vibration motors 

Pneumatically opened clamping frame for easy 
sieve exchange 
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